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					PRODUCTS
 
				
				

				
				MATERIALS

					
					
				
						 	Adhesives & Sealants
	Ceramic
	Ceramic-Metallic
	Electrically Conductive
	Epoxies
	Graphite
	Inorganic Binders
	Mounting Adhesives
	Thermally Conductive
	Thermal Greases
	Thermal Tapes



	Ceramics
	Machinable
	Dense — Alumina, Magnesia, Zirconia
	Dense — BN Composites



	Potting & Casting
	Ceramic
	Epoxies
	Silicone



	Protective Coatings
	Ceramic
	Epoxy and Urethane
	Polysiloxane
	Silicone Emulsion
	Silicone-Polyester
	Silicone Resin



	Specialty Coatings
	Ceramic, Glass, Quartz
	Electrical
	High Emissivity
	Refractory
	Thermal Spray




				

				
				
				
				
				

				
					EQUIPMENT

					
							Screen Printers
	Furnaces
	Mixing & Dispensing Tools

					

			
				
			

			

			 


				
				
					
				

					


						High Temperature Ceramic-Metallic Pastes


												Tech Bulletin A3

						
					


					Pyro-Putty® High Temperature Ceramic-Metallic Putties are used to seal joints and repair defects in cast aluminum, cast iron, steel and stainless steel. Formulated using the most advanced organic and inorganic-ceramic resin technologies, these advanced materials resist temperatures to 2000 °F. Applications for Pyro-Putty® are widespread and found typically in the aerospace, automotive, foundry, heat treating, incineration and power generation industries.
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						Pyro-Putty® 950
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Product

Features










Pyro-Putty® 653


	Ceramic and Stainless-Filled, One-Part, Water-Based Paste.
	For Vertical Surfaces and Applications to 1/2” Thick.
	Repairs Cast Iron, Steel and Stainless Parts to 2000 °F.













Pyro-Putty® 950


	Ceramic Fiber-Filled, Organic Caulk.
	For Sealing High Temperature Flanges, Joints to 950 °F, 750 psi.
	Cures Into a Tough, Pliable, Inert Material.













Pyro-Putty® 1000


	Ceramic and Aluminum-Filled, Two-Part, Water-Based Paste.
	For Applications to 1/2” Thick.
	Repairs Cast Aluminum Parts to 1400 °F.













Pyro-Putty® 1500


	Ceramic-Filled, One-Part, Thixotropic Paste.
	Used Primarily to Seal Boiler Doors and Molten Metal Systems.
	Easy to Apply and Removable; For uses to 2300 °F.













Pyro-Putty® 2400


	Ceramic and Stainless-Filled, One-Part, Water-Based Paste.
	For Applications to 3/8” Thick.
	Repairs Cast Iron, Steel and Stainless Parts to 2000 °F.



















	Afterburners
	Boilers
	Castings
	Exhaust Stacks
	Flanges
	Furnaces
	Headers
	Incinerators
	Manifolds
	Molds and Dies
	Ovens
	Heat Exchangers
	Pumps
	Blowers
	Piping
	Ducting
	Turbines





Pyro-Putty
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